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Parameter of Liquid Solid Separation
Dears：                                             No.：XK-200101-702
	Company
	

	Contact
	
	Department
	

	Email
	
	Phone
	

	Project:

	* liquid composition
	
	Corrosive
	

	Solid particle to filter
	
	* Solid content
	

	Whether or not Containing Tar in Liquid
	
	Filter Precision
	

	Reaction Temperature(℃)
	
	* Filtration Temperature(℃)
	
	Crystallization Temperature(℃)
	

	Reaction Time(h)
	
	* Liquid Viscosity(cP)
	
	Standing Time(h)
	

	* Feed Flow(m3/h)
	
	Pressure Feeding Equipment
	
	* Filtration Pressure(MPa)
	

	* Backwash or not 
	
	Backwash Pressure(MPa)
	
	* Blowback Gas
	

	* Backwash liquid(feed liquid or filtrate)
	
	
	
	Blowback Pressure(MPa)
	

	Need Solid or Liquid or Both Recovery after Filter?
	
	* Continuous or Discontinuous
	
	DCS or not
	

	Filter Need Heating Jacket or not

(Hot water, steam, thermal oil)
	
	Filter quantity
	
	Vessel material
	

	
	
	Seal ring material
	
	Cartridge Material
	

	Inlet/ Outlet Size
	
	Reactor Kettle Quantity
	
	Reactor Kettle Size
	

	New Project/ Project Optimization
	
	Feeding / reactor capacity ratio
	
	
	

	Previous Filter Type
	
	Main Defects of previous filter
	

	* Installation Style (Legs or Bracket)
	
	Filter Vessel  Polishing or not
	

	Processing Capacity
	（ ）Batch/ Day, （ ）Cubic Meter/ Hour

	Process Description and Requirements
	


Items marked with “*” should be the necessary info., kindly fill those important parameters for better Technical plan designing.
